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Geowoods

TABULA

TABULA with a Nordic soul
that breathes a balance style is
made in a 20x120 size and two

finished, C1 for interiors and
anti-slip C3 for exterior.
The serie has 5 colors;
(Haya, Miel, Cerezo, Blanco y
Ceniza)

It also has a wide range of
technical solutions in special
pieces to maximize its
possibilities. Tabula serie is
completed with two steps, one
of 32x120 for interiors in one
whole piece and creating a solid
space and other one 20x120
anti-slip for the exterior.

TABULA con un aire
nérdico que respira un estilo
equilibrado en un formato
de 20x120 rectificado y dos
acabados, C1 para interior y
antideslizante C3 para exterior.
La serie se compone de 5
tonalidades (Haya, Miel, Cerezo,
Blanco y Ceniza)

También cuenta con una amplia
gama de soluciones técnicas en
piezas especiales para explotar
al méximo sus posibilidades.
La serie Tabula se completa con
dos peldanos, uno de 32x120
para interior en una sola pieza
creando un espacio sélido y
otro de 20x120 antideslizante
para exterior.
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NATURAL RECTIFIED

20x120 / 87x48”

Clase 1-R10
NATURAL ADZ. RECTIFIED

20x120 / 8"x48”

Clase 3-R11

SPECIAL PI

STEP EXTRUS.

32x120 / 137x48”

Clase 1-R10

STEP GRADONE / ADZ.

C1-R10 / C3-R1C
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9x120 / 3,6"x48”
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Geowoods

TABULA

20x120/8"x48”
Color Cerezo
Natural Rectified
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32x120/137x48”
Peldano Extrus

Remate Peldano, - ¢
Ang Derecho
3x32/1,2"x13”




Geowoods

TABULA / ADZ TABULA

20x120/8"x48" Natural Rectified
20x120/8"x48" Natural Adz Rectified

Miel
20x120/8"x48" Natural Rectified
20x120/8"x48" Natural Adz Rectified

Cerezo

20x120/8"x48" Natural Rectified
20x120/8"x48" Natural Adz Rectified

SPECIAL PIECES ‘ ‘ ‘ ‘

Available in all colors
Disponibles en todos los colores

32x120/13"x48" Peldafio Extrusionado(Disponible ADZ colores Haya/Miel)
20x120/8"x48" Peldafno Gradone ADZ

COF >0,

S CLASE ; QUASE 5

V‘_)
9 9 @ @ Thickness 9mm
Porcelain Espesor 9mm

Blanco
20x120/8"x48" Natural Rectified

Ceniza

20x120/8"x48" Natural Rectified
20x120/8"x48" Natural Adz Rectified

Rodapié Romo

9x120 / 3,6"x48"

Malla

Remate 30x30 / 12"x12" (2,5x7)

Peld. Ang.
Izg. Der.
3x32 /1,2"x13"




TABULA / ADZ TABULA ©

Technical Features / Caracteristicas Técenicas
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STANDARD DIN 51130
NORMES - - DIN 51097
NORMAS DE 1S0 10545-2 1S010545-3 | 1SO 10545-4 | 1SO 10545-6 1S0 10545-9 1S0 10545-12 1SO 10545-13 1SO 10545-14 UNE-ENV 12633
ENSAYO ASTM C1028
VALUE REQUIRED
BY EN 1441 Test method Test method Test method Test method
STANDARD < 0% > 35 N/mm2 MAXI73 mm3 available available available available R Rating
VALORES oh > 1300 N ax.leo mi. Método de ensayo | Método de ensayo | Método de ensayo | Método de ensayo Clase
PRESCRITOS disponible disponible disponible disponible
NORMA EN 144711
Conforms to P . Conforms to Conforms to According to
AVERAGE VALUE o 35-45 N/mm2 e . Resists Resists o S
VALOR MEDIO Standard 0,1% 1800-2300 N 110-130 mm3 e Rosiste ‘ Standard , Standard , }nodels
Cumple la norma i ¢ Cumple lanorma | Cumple la norma | Segtin modelos
Packing List Pes/Box Sqm/Box  Boxes/Pallet Sqm/Pallet Kg/Box Kg/Pallet
Pz/Caja m?/Caja Cajas/Palet m?/Palet Kg/Caja Kg/Palet
20x120 (F) 7 1,68 44 73,92 31,80 1428
20x120 (Gradone ADZ) 3 0,72 20 14,40 15 300
32x120 (Extrus) 2 0,38 14 5,32 36,6 512,4
9x120 (Rodapié romo) 10 1,08 42 45,36 28 1176
30x30 (Malla) 7 0,63 48 30,24 15,4 739,2
3x32 (Remate Iz-Dc) 20 0,46 60 45 36 3,5 219

GEOTILES reserves the right to modify the packing of any product reference.
GEOTILES se reserva el derecho a modificar el packing (en relacion al espesor de la pieza).

CLASE 5

Group Bla (gl) Water
Absorption <0.5% / Grupo
Bla (gl) Absorcion de Agua
<0.5%

7| Dimensional Features
S isticas di
Caracteristicas dimensionales

HII Thermal shock resistance
Resistencia al choque térmico

Resistance to stains
Resistencia a las manchas

1 Modulus of rupture
Resistencia a la flexion

Chemical resistance
Resistencia quimica
Acids and bases
Acidos y bases

%

Water absorption
Absorcion de agua

2

Frost resistance
Resistencia a la helada

Slip Resistance
Resistencia al deslizamiento

IS

Resistance to deep abrasion
(mm3)Resistencia a la abrasion
profunda (mm3

2

Cleaning products and pool
reactive agents

Productos de limpieza y
reactivos de piscinas

Geologica tile S.L.U. operates a policy of continuous development and reserves the right to make changes to its products, colours, engineering specifications, packaging codes without prior notice. Geologica tile has taken every effort to ensure that the

information contained in the catalogue is correct at the time of publication. Due to the limitations of the printing process, the colours reproduced may vary slightly from the original product.

Geologica tile S.I.U. “Geotiles” aplica una politica de continuo desarrollo de sus productos y se reserva el derecho a realizar cambios en los productos,colores,especificaciones técnicas y codigos sin previo aviso. Geologica tile ha realizado un esfuerzo
considerable para que toda la informacion sea adecuada en el momento de la publicacion del catdlogo. A causa de las limitaciones del proceso de impresion los colores reproducidos pueden sufrir ligeras variaciones con respecto al producto original.
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CERTIFIED
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GEOTILES S.L.U. complies with all the obligations derived from the CE marking for its
products defined by the European community according to the EN ISO 14411 standard
GEOTILES S.LU. cumple fodas las obligaciones derivadas del marcado CE para sus
productos definidos por la comunidad europea acorde a la norma EN ISO 14411

The UKCA (United Kingdom Conformity Assessed Mark) is the new UK product
marking that will be required for certain products that are marketed in Great Britain
(Englond, Wales and Scotland)

El marcado UKCA(conformidad Evaluada del Reino Unico, por sus siglas en inglés) en
la nueva marca del producto del Reino Unido que se requerird para ciertos productos
que se comercializan en Gran Bretana (nglaterra, Gales y Escocia)

The CCC certificate (China Compulsory Certificate) is applied to products for export or
production in that territory. Concerns both health and safety related to ceramic tiles.
The certificate is obtained through the institutes expressly accredited by the Chinese
authorities

El certificado CCC (China Compulsory Certificate), se aplica a los productos para
exportar o producir en China. Concierne tanfo a la seguridad como a la salud
relacionado con las baldosas cerémicas. Esta certificacion la acreditan institutos
autorizados por las autoridades chinas.

Geotiles, S.LU. has implemented an Integrated Quality and Environment Management
System in accordance with ISO 9001:2015 and ISO 14001:2015. Both cerfificates have
been issued by the LRQA (Lloyd's Register Quality Assurance).

The process towards both certifications had a first stage, in which the ISO 9001
certification was obtained and that later continued with the implementation of an
Integrated Management System by obtaining ISO 14001:2015 certification.

ISO 89001 is an infernational standard norm that evaluates the Quality Management
System. lts main objective s to improve customer satisfaction though continuous
imprevement processes, including in this the maximum effort in ensuring the quality of
the products and services.

ISO 14001 is an international standard norm that demonstrates the commintment
assumed with the protection of the environment through the management of
environmental risks associated with the activity carried out. Environmental management
must be understood as an infegral part of the organization’s management system,
encompassing the organizational structure, responsabilities, procedures, processes and
resources; in ths way, attention is focused on key factors and all activities that can
generate negative impacts on the environment are taken info account.

GEOTILES S.L.U. tiene implantado un Sistema de Gestion Integrado de Calidad y
Medio Ambiente de acuerdo a la normativa ISO S001:2015 e ISO 14001:2015. Ambos
certificados han sido expedidos por la certificodora LRQA (Lloyd's Register Quality
Assurance)

El proceso hacia ambas cerfificaciones fuvo una primera etapa, en la que se obfuvo la
certificacion ISO 9001, y que mdés tarde continud con la implementacion de un Sistema
Integrado de Gestion al obtener la certificacion ISO 14001:2015

La ISO 9001 es una norma esténdar infernacional que evalla el Sistema de Gestion
de la Calidad. Su principal objetivo consiste en mejorar la satisfaccion de los clientes
mediante procesos de mejora continua, poniendo para ello el méaximo esfuerzo en
asegurar la calidad de los productos y servicios

La ISO 14001 es una norma internacional que demuestra el compromiso asumido

con la profeccion del medio ambiente a fravés de la gestion de los riesgos
medioambientales asociados a la actividad desarrollada. La gestion medioambiental
debe ser entendida como parte infegrante del sistema de gestion de las
organizaciones, comprendiendo la estfructura organizativa, las responsabiidades,

los procedimientos, los procesos y recursos; de esta forma, se centra la atencion

en factores clave y se tienen en cuenta todas las actividodes que puedan generar
impactos negativos sobre el medio ambiente.
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CERTIFIED BY
5CS Global Services

::EPD

(Leadership in Energy and Environmental Design) is a green certification program developed by
the U.S. Green Boulding Council that recognizes sustainable, healthy and highly efficient building
strategies and practices.

GEQOTILES products are manufactured with a content of recycled material, free of VOCs, water-
proof and with EPDs associated with the product that confribute to the satisfaction of the credits
of the LEED® v4 certification

For more information: hitps://www.usgbc.org/leed

Leadership in Energy and Environmental Design es un programa de certificacion ecolégica
desarrollada por el U.S. Green Boulding Council que reconoce estrategias y précticas de
construccion sostenible, saludables y alfamente eficientes

Los productos de GEOTILES se falbrican con un contenido de material reciclado, libres de COVs,
impermeables y con EPDs asociadas al producto que contribuyen a la satisfoccion de los
créditos de la certificacion LEED® v4. Para mayor informacion: https://www.usgbc.org/leed

FloorScore® is the most recognized Indoor Air Quality Certification (AQ) standard for hard surface
flooring materials, adhesives, and flooring. Developed by SCS with the Resilient Floor Covering
Institute (RFCI), a trade association for the flooring manufacturer and supplier industry, it qualifies
for many green buiding schemes.

Resultado de imagen de floorscorefloorScore® es la norma de certificacion de calidad del

aire interior (AQ) més reconocida para materiales, adhesivos y contra suelos para suelos

de superficie dura. Desarrollado por SCS con el Resiient Floor Covering Institute (RFCI), una
asociacion comercial para la industria de fabricantes Y proveedores de suelos, cdlifica para
muchos esquemas de construccion ecoldgica

Our products have been evaluated by carrying out a life cycle analysis, from the extraction of
raw materials, through production; to the recovery of construction and demolition waste. This
analysis has been carried out according to the international standards of the ISO 14040 series
and has been published in the EPD environmental product declaration (SO 14025) certified by
AENOR.

Nuestros productos han sido evaluados mediante la realizacion de un andlisis de ciclo de vida,
desde la extraccion de materias primas, pasando por produccion; hasta la valorizacion de los
residuos de la construccion y demolicion. Este andlisis se ha realizado acorde a las normas
internacionales de la serie ISO 14040 y han sido publicados en la declaracion ambiental de
producto EPD (ISO 14025) certificadas por AENOR

Self-declarations of the minimum % content of pre-consumer recycled material content have been
made in accordance with 1ISO 14021-Self-declared environmental claims (Type Il environmental
labeling)

Medionte la norma ISO 1402 1-Afrmaciones ambientales auto declaradas (Efiquetado ambiental
fipo 1) se han conformado autodeclaraciones de % de contenido minimo de materia reciclada en
pre-consumo.

French cerfification for products that defines the conformity of the final product with the QB-32
and cahier 3778 standards of NF-UPEC regarding the technical characteristics according fo the
usability and purpose of the product.

Certificacion francesa para productos que define la conformidad del producto final con las
normas QB-32 y cahier 3778 de NF-UPEC respecto a las caracteristicas técnicas acorde a la
usablidad y finalidad del producto

Certification defining the conformity and technical characteristics of our product in the SASO ISO
13006/20188 for export to Saudi Arabia.

Certificacion que define la conformidad y caracteristicas técnicas de nuestros productos en la
SASO ISO 13006/2018 en su exporfacion a Arabia Saud
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GEOTILES, S.L.U.
Carretera Vila-real - Onda, Km.6
Apdo Correos 116
12540 Vila-real (Castellén) SPAIN
Tel.: +34 964 522 700
www.geotiles.com



